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Product Code Length 
(mtr)

Width 
(mtr)

Thickness 
(mm)

Pack Size 
(no)

PBF 4 2 7 80

PBF424 4 2.4 7 80

PBF25450 2.5 0.450 7 80

PBF25600 2.5 0.600 7 80

Polypropylene Beam Form provides a fast and cost effective method of constructing 
on site concrete ground beams and pile caps.

Properties Method of Testing Units Value 
Melt temperature 
 

 Deg C 160-165 

Max. use temp. 
 

 Deg C 90 

Vicat softening point 
 

ISO 306/A Deg C 152 

HDT 
 

ISO 75/B Deg C 100 

Flexural modulus 
 

ISO/178 N/mm2 1350 

Tensile strength @ yield 
 

ISO R 527 N/mm2 27 

Elongation @ yield 
 

ISO R 527 % 8 

Density 
 

ISO 1183 G/cm3 0.9 

Izod impact strength 
        23 deg C 
       -20 deg C 
 

 
ISO 180 

 
kJ/cm2 
 

 
40 
  8 

Rockwell hardness  ISO 868 D scale 68 
 

 
 
Food Approval 
 
Polypropylene Beam Form sheets are produced from high grade copolymer 
polypropylene which is approved for use in contact with food.  The sheets are moisture 
and chemical resistant and are fibre free. 
 


