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Ceramic Wear Liner 
 

Abrasion is always unavoidable in the processing and transport of bulk materials. The falling material flow 
causes particularly strong impact. We offer our customers best solutions with the high-quality ceramic wear 
liner (3-in-1 or 2-in-1), in order to achieve an optimal result in increasing the impact resistance and reducing 
the abrasion and noise. 

 

Technical Data 

Base NR1 + Ceramic (+Steel) 
Color black + white 
Alumina Content 92 % 
Ceramic Hardness 9 Mohs 
Rubber Hardness 65±5 HS 
Tensile Strength 21~25 MPa 
Peel Strength 12 kN/m 
Abrasion 0.46~0.48 mm3 

Tear elongation 568 % 
Working Temperature -40~90 °C 
Dimension 500*500*35 mm 

1 All rubber can be made flame retardant if required. 
 
 

Features 
Extremely high impact resistance 
Low friction coefficients 
Two product variants (3-in-1, 2-in-1) for different applications 
Noise reduction 
Easy and fast montage 

 

Applications Storage 
Lining of funnels and containers -10~40 °C 

≤ 3 years 
Storage in a cool, ventilated and dry 
environment 

Slides and transfer stations 
Pipeline case 
Vibration chutes and chute boxes 
Application at the transfer points 

 

  


