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Fibre Reinforced Roof Coating

Preparation :

Surface must be sound and free of oil and grease. To obtain the best
result remove all surface debris and surface water using a stiff broom and
power wash.

Fungus, mould and lichens must be removed prior to coating. Repair to
cracks/holes up to 10mm using fibre glass tape prior to application of
Fibre Seal 2.

Existing coatings must be inspected and adhesion tests carried out prior to
application.

Description :

Fibre Seal 2 is a solvent based acrylic roof coating designed to provide a
rapid repair to areas of weakness within the roofing structure and sur-
rounding areas.

Fibre Seal 2 incorporates fibres which reinforce the final finish to allow
bridging of small cracks and splits in roof felt, corrugated sheeting, gutters
and flashing. The instant waterproofing repair nature of the product pre-
vents leakage; providing excellent adhesion properties that will not be di-
minished even when wet.

● Instant Waterproofing

● Highly Fexible

● UV Resistant

● Fibre Filled to Bridge Small Cracks

● Can be applied to wet surfaces

Waterproofing for:

Flat and Pitched Roofs, Corrugated, Asbestos, Roof Lights,
Flashings, Roofing Felt, Gutters, Slate, Asphalt, Lead, Metal
and Fibreglass.

Colour:    Grey

Coverage Rates:  1 - 2Litres per m² on average.

Drying Time:  Up to 72 hours dependent on the
    ambient temperature.

Container Sizes:  5 Litres and 20 Litres

Shelf Life:   12 months

Flash Point:   40°C

Storage:   Store at temperatures between 0-25oC
    and in closed containers

External use only.
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Application :

Fibre Seal 2 is easily applied by a brush or roller. In areas where
excessive movement may occur additional reinforcement should be
applied prior to the application of Fibre Seal 2.

Fibre Seal 2 can be applied in one coat, but experience has shown that a
two coat application ensures a greater uniformity of coating thickness.
The coating will remain tacky for a number of hours, fully curing within 72
hours of application. Fibre Seal 2 requires no primer on most surfaces. It
is therefore good practice to carry out adhesive test prior to application of
the coating.

Fibre Seal 2 will tolerate damp surfaces although best result are
achieved with application to dry surfaces if possible.

Fibre Seal 2 will then withstand the rigours of ponding, making it ideal
for use in gulleys and over cracks in edge details, vents, upstands, etc.

Apply at temperatures between 5oC and 25oC

Sales:


