
 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

Automatic bagging packaging machine. Fill products into the finished paper or plastic 

bags. ABPF100 withdraws a bag from the reservoir, opens the bag to fill it with 

product, moving, forming, closing and pushing the bag out for further processing. The 

dosing equipment is installed depending on the product type – pastries, granulates, 

pellets… 

 

Technical Features 
• Filling volumes from 1kg to 25kg 
• Output up to 200 bags/hour (25Kg) 
• Magazine for automatic bag feeding 
• Weighing unit with 2 load cells 
• Platform on the bagging machine 
• Output conveyor 
• Remote control system 
• Sew machine including frame, cotton  
sensor, bag sensor, connection with  
central system 
• PLC control via touch-screen panel 
 
 
OPTIONS 
• Checkweigher 
• Heat welding system 
• Stitching paper 
• Vacuum cleaner for dusty product 
• Input conveyor 
• Vibratory funnel 
• Roller transportation conveyor 
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Conveyors 

Machine is equipped with 3 conveyor units. Chain conveyor 

in the rear of the machine is used to transport bags to the 

dispensing machine section. The belt height-adjustable 

conveyor is used to transport filled bags from filling section 

through shaping to the closing section and ejecting a filled 

packaging from the machine for further processing. 

Dosing / weighing unit 

The machine is equipped with a dispensing / weighing unit 

that corresponds with the product features. According to the 

type of product, a scale and a screw or volumetric feeder are 

installed in the machine. Based on the version, various types 

of dispensing equipment are set up from own control system, 

from the machine control system or manually. 

Closing section 

The closing section of the machine is used to close the top of the packaging. Typically, 

there is a sewing or welding unit, optionally supplemented by thread trays.  

  

Packaging output section 

The last section is a section for ejecting a filled packaging from the machine. The 

ejection is performed by a pneumatic pusher mechanism.  
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The technical information provided in this document is not binding.                                                                            

Sapli Solutions reserves the right to add, at any time, all necessary changes                                                        

to improve or modify the product.      

       

Layout (standard version) 

 

 


