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Carport M-L (6 x Module #2)

 Size

A 

B

C

D

2,28 m (7ft 6in)

 Construction 

6 x M72 Module

Gesamt Total

ca. 186 kg

                           

 Output 

 Output total

6 x M72

Technical detailsTechnische Details

2300 kWh
p.a*

B

A

CD
* Munich / Germany

18,000 km 

> 15kWh 

on a sunny 

day

Also available with a depth of 3,30 meters

  

ersichtÜb  enlosmahR   lenuodmolarS eiltransparentent itm ngenusöonderlS iewso ngenuerdachüberrassenT ndu arportsC 
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Carport L (9 x Module #1)

2900 kWh
p.a*

D

A

B

C

Size

A 

B

C

D

2,37 m (7ft 9in)

 

 Construction 

Gesamt Total

ca. 221 kg

                           

 Output 

Output total

Technical detailsTechnische Details

* Munich / Germany

24,000 km 

> 20kWh 

on a sunny 

day

Dachrinne Rain gutter

Also available with a depth of 6 meters (L 600)



20 lagekarB   de.emesystewww.b ;ohneL 49393 87;  eßlagerstrakinD mbH;G emtrosystekleE 
German Quality 

  Engineering
01/2020

Carport XXL (15 x Module #1)

4700 kWh
p.a*

B

A

C
D

Size

A 

B

C

D

5,11 m (16ft 9in)

2,37 m (7ft 9in)

 Construction 

Gesamt Total

                          

 Output 

Output total

Technical details
Technische Details

* Munich / Germany

39,000 km 

Schwer- heavy duty 

> 32kWh 

on a sunny 

day

Dachrinne

Rain gutter

-

with endcap and integra-

ted drainpipe

Also available with a depth of 6 meters (XXL 600)
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Size

A 

B

C

D

2,37 m (7ft 9in)

 Construction 

Gesamt Total

                            

 Output

 Output total

Technical detailsTechnische Details

Carport 3XL (18 x Module #1)

5600 kWh
p.a*

B

A

C

D* Munich / Germany

48,000 km 

Schwer- heavy duty 

Dachrinne Rain gutter

AAAAAAAAAAAAA

> 38kWh 

on a sunny 

day

Also available with a depth of 6 meters (3XL 600)
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Size

A 

B

C

D

 Construction 

18 x M72 Module

Gesamt Total

ca. 515 kg

                            

 Output

 Output total

18 x M72

Technical details
Technische Details

6700 kWh
p.a*

B

A

CD* Munich / Germany

53,500 km 

Size

A 

B

C

D

2,37 m (7ft 9in)

 Construction 

Gesamt Total

                            

 Output

 Output total

Technical details
Technische Details

B

A

C
D

* Munich / Germany

52,500 km 

6500 kWh
p.a*

> 45kWh 

on a sunny 

day

AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA

> 40kWh 

on a sunny 

day

Size

A 

B

C

D

 Construction 

21 x M72 Module

Gesamt Total

                            

 Output

 Output total

21 x M72

Technical details
Technische Details

B

A

CD
* Munich / Germany

62,000 km 

7400 kWh
p.a*

AAAAAAAAAAAAAAAAAAAA

> 50kWh 

on a sunny 

day

Carport 3XL/600 (18 x Module #2)

Carport 4XL (21 x Module #1)

Carport 4XL/600 (21 x Module #2)

80x200 mm 

80x200 mm 

80x200 mm 
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Stützkombinationen Support combinations

 

-

-

-

freistehende Unterkonstruktio-

nen -

-

Our standard modular compartments can be com-

bined with different designs.

For carports, we recommend our V-construction 

(see illustration above left). A simple support is sui-

table for terraces as this can be connected to an al-

ready existing wall (see illustration in the upper right 

corner).

freestanding substructures, which 

must be provided either with cross struts (see illust-

ration on the bottom left) or with stabilizing walls (for 

right).

Our standard modular compartments can be com-

d with diffe nt d ig

-

Wohnmobil oder Transporter

-

In addition, there is the possibility to adjust the sup-

ports accordingly in the length, so that also for ex-

ample a camper or van can park under the carport 

It is also possible to adjust the carport reverse (see 

image at the right bottom).

Einfahrt

Entry Einfahrt

Entry

Seitenversetzte 

Einfahrt

Reverse Entry

CARPORT

CARPORT

TERRASSE

TERRACE

Einfahrt

Entry
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Parkplatzanlagen Parking areas

Discover the advantages of our PV ports:

• Protection from sun, rain and snow

• Aesthetics through transparent double glass PV  

    modules

• Integrated charging stations

Entdecken Sie die Vorteile unserer PV-Ports:

for e-Cars, e-Bikes, e-Vans, e-Buses, e-Trucks and more

he advantages of our PV ports:

on from sun, rain and snow

nd more

transparent Modules for 

aesthetic installationswith our PV Ports

optional multiple charging unit

Basic

Extension I
Extension II

charging plug Typ 2 32A/16A 

selectable

loading proce-

dure

according to 

IEC 61851 

Mode 3

Nominal vol-

tage

3-phases 

400 V

Charging 

capacity

Protection type IP54

Earth leakage 

circuit breaker 

integrated
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7 

of our PV-terraces

1. 
     assembly

4. Integrated LED

     lighting (optional)

2. 

   

3.Light transparency 

5. Easy to assemble    

     - detailed assembly

     instructions included 

7. Hi-Tech „Made in Germany“ 

with a warranty of 12 years

6. Small foundation 

ss

22222222222

3.

11111111111111111111111111111111111111111
  

4444. In
    

1. 

2. 

3.

4. 

5. 

6. 

7. 

TerracesTerrassen

Wandanschluss

Wall connection
All terraces can be mounted either freestanding or on an existing wall.

top
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Terrasse LEA

LEA

Lea 4
B

A
C

The kit LEA is designed for small patios or little 

Terrace LEA

LEA5, 

** Munich / Germany

Terrasse LEA LEA 2 LEA 3 LEA 4 LEA 5* LEA 6*

A  C

                                               B 611 cm

2 3 5 6

 total output

. annual yield**

 weight 215 361



27German Quality 

  Engineering01/2020 lagekarB   de.emesystewww.b ;ohneL 49393 87;  eßlagerstrakinD mbH;G emtrosystekleE 

Terrasse EVA

EVA The construction EVA has two rows of modules of 

Eva 4
B

A
C

Terrace EVA

** Munich / Germany

Terrasse EVA EVA 2 EVA 3 EVA 4 EVA 5* EVA 6*

A C 

                                                   B 611 cm

6 8 12

 total output

 annual yield **

. weight 235

EVA3, 
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Terrasse MILA

 MILA 
-

The kit MILA convinces by its longer modules of size 

2 with two different types of transparency (M72: 12% 

Terrace MILA

Mila 4 B

A

C

** Munich / Germany

Terrasse MILA MILA 2 MILA 3 MILA 4 MILA 5* MILA 6*

A 397 cm, C 

                                                   B 611 cm

6 8 12

 total output

 annual yield**

 weight 621

MILA4, 
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Terrasse CARO

CARO The construction CARO with the modules of size 1 

-

Terrace CARO

Caro 4
B

A

C

** Munich / Germany

Terrasse CARO CARO 2 CARO 3 CARO 4 CARO 5* CARO 6*

A  C 

                                                   B 611 cm

6 9 12 15 18

 total output

 annual yield**

 weight 775

2 x CARO4, 
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Terrassen Terraces
- All terraces can be extended as desired. 

Here, individual terraces are connected 

with each other. Each supplement adds 

another support.

-

-

All terraces are also available with rear supports. 

They are mounted like the front supports and provide 

together with optional cross struts or walls free-stan-

ding terraces strong support if additional cross bra-

cing or walls are installed

-

LEA7 EVA7

MILA7 CARO7

LEA3 LEA4+

80x200 mm 

EVA3 EVA4+

MILA3 MILA4+ CARO3 CARO4+

alternative: alternative:

alternative: alternative:
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Frei geplante 

Terrassen/Dächer

Free planned 

Terraces and Roofs

2

Additions or free planned solutions are also possib-

and combined in many different ways.

The application of our PV - Roof-Systems is not 

bound to our aluminium-constructions.

Some of our customers used our modules and the 

watertight applicationsystem on already existing or 

newly constructed roofs. That resulted in a big gain 

the electricity generation. In many cases the output 

The picture above on the left shows a Garden-Villa 

wooden construction.

-

city per year.

The pictures below on the right show a worldwide 

2

A roof skin has been completely dispensed.
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Ästhetische Energieautarkie mit Doppelglas Modulen und stabiler Holzkonstruktion

All components consist of high-quality 

-

construction is carried out according to 

zone.

Alle Bauteile bestehen aus hochwertigem 
Konstruktionsvollholz (KVH). Dieses ist 
riss- und schwundarm. Die Konstruktion 
erfolgt gemäß unserer Statik für die rele-
vante Schneelastzone. 

 

Other RAL colours on request.

 

Gegen einen geringen Aufpreis erhalten Sie die Konstruktion in 3 verschiedenen Standardfarben (weiß, grau 
oder dunkelbraun). Weitere RAL-Farben auf Anfrage.  

Technische Zeichnung der Holzterrasse EVA3-W.

Terrace EVA3-W
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construction can be erected in the shortest possible time. The individual 

The construction is available in terrace and carport versions. 

Die einzelnen Holzteile werden nummeriert als Bausatz mit einer ausführli-
chen Montageanleitung geliefert. Durch den genauen Zuschnitt der Holz-

-
nen Holzträger werden mit den mitgelieferten Schrauben verbunden. 
Die Konstruktion gibt es in der Terrassen- und Carport-Variante. 

Carport Terrace / Terrasse

 / Technische Angaben

Terraces Carports

Name MILA3-W MILA4-W M-L-W L-W XXL

depth [m]
width [m]
front height [m]
rear height [m]

2.03

3.10

2.40

construction 

2.03

4.10

2.40

construction 

3.34

3.10

2.40

construction 

3.34 

4.10

2.40

construction 

3.97 

3.10

2.40

construction 

3.34 

4.10

2.40

construction 

4.01 

3.10

 2.28 

1.93

5.05 

3.10

 2.37 

1.93

5.05 

5.11

 2.37 

1.93

Recommended Modules/ 

Empfohlene Module
3 x M72 4 x M72 6 x M60 8 x M60 6 x M72 8 x M72 6 x M72 9 x M60 15 x M60 

Output / Leistung 1.1 kW 1.5 kW 1.8 kW 2.5 kW 2.2 kW 3.0 kW 2.2 kW 2.8 kW 4.7 kW

Data are approximate values  Angaben sind Circa-Werte  

Terrace / Terrasse

-

Carport M-W

versatile in its use. Our customers have therefore been 

our modules can easily be integrated into such con-

terraces in private houses to outside sitting areas for cafes and a large carport for 

-
den nutzen daher Holz schon seit vielen Jahren und schätzen die Tatsache, dass unsere Module ganz 
leicht in solche Konstruktionen wasserdicht integriert werden können. Die Abbildungen unten zeigen 
einige der formschönen Lösungen, von Terrassen bei Privathäusern über Wintergärten für Cafes bis zu 
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Gewächshäuser Greenhouses

Special module for greenhouses.

The free area at the bottom prevents shading by rain and the corresponding soiling.

Special sizes for use in existing constructions and special designs are possible.

Die freie Fläche unten verhindert Verschattungen durch Regen und die entsprechenden Verschmutzungen.
Sondergrößen zur Verwendung in vorhandene Konstruktionen und spezielle Auslegungen sind möglich.

B60-green

Size II

1. Special modules for greenhouses

    Sondermodule für Gewächshäuser

2. Small greenhouses for urban farming

Greenhouse

M (s. page 44)

4.1 x 6.1 x  

2.4 x 3.7

350

16 x M60

5 kW
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Gewächshäuser Greenhouses
3.    
  ® mit bifazialen Modulen

balcony rail

up to 80% 

20% 

PV Power

50%
heat utilisation

or corrugated eternite

-

rity PV roofvs.

up to 85 kWp 
on this roof

85 kWpSUN SUN

20%
heat utilisation

100%100%

in total up to 70%

energy use

WOOD

vs.Scheune mit herkommlichen 
Ziegeln oder Welleternit

Scheune mit einem 
GridParity PV Dach

4. Unsurpassed energy balance up to 70%! 

   

-

abgesaugt, entfeuchtet und über das zu trocknende Gut (z.B. Heu oder Holzschnitzel) geblasen. Die Aggrega-
te werden mit dem Strom des PV Roofs betrieben.
 

The use of PV electricity for drying processes is another example of the savings potential that has hardly 

been taken into account to date. Our PV roofs achieve an unsurpassed utilization of solar energy: 20 % as 

directly usable electricity from the PV system consisting of double glass modules replacing the roof skin and 

-

current of the PV Roof.


