142 N (0.001”°)
106 N (0.002"’)
63 x 63 mm

0.0508 mm (0.002"’)

The reliability of the actuator allows to use under extrem conditions where compact dimensions and
precision are required.

» Technical data

Phase Phase .
Part N° resistance inductance Phas[e:n ti\u]rrent Max[.h:?rce Nomm{:\lﬂpower
[Q] [mH]
7230-4-5
(0.0017) 5 55 1 142 10
Unipolar
7230-4-25
(0.002”) 25 224 0.48 106 11.5
» Dimensions
Drawing not to scale. All dimensions in mm.
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[ Linear actuators -2/2]

» Dynamic characteristics

® 7230-4-5 (0.001") ® 7230-4-25 (0.002")
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[pps] = pulses per second

» Electrical Interface and Step sequence

® Connection ® Steps sequence

U1 !:l : ! [
gl’ee:: U3 E i j‘ I:’
| |

red U2 I:l

, Ua . . [
blue ; v U t £ 4 4
v, v, Steps 1 2 3 4 5 6 7 8 9 10
green  red blue
Spindle Spindle
4 outwards inwards »
» Working conditions
Insulation Class ................... E120° C
Protection ............................ DIN 40050
IP 30
Test Voltage ........................ 500 VAC
Special requirements upon customer specifications. Right to change reserved. <2.0>
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